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RO - Instructiuni de Utilizare

Descriere generala:
SINOTIMER SVP-916 este un releu de protectie a tensiunii ajustabil, echipat cu
un afisaj LED dublu. Acesta monitorizeaza si afiseaza in timp real atat tensiunea
(V) cat si curentul (A) din retea. Dispozitivul ofera protectie esentiala impotriva
fluctuatiilor periculoase de curent si tensiune.

Instalare si Cablare:

Intrare (IN): Conectati firele de alimentare la bornele superioare. L
reprezinta Faza, iar N reprezinta Nulul.

Iesire (OUT): Conectati echipamentele la bornele inferioare, pastrand aceeasi
polaritate (L si N) conform schemei de cablare furnizate.

Dispozitivul se monteaza pe o sina DIN standard de 35mm. Dimensiunile
compacte (85x36x65 mm) permit o integrare usoara in panoul electric.

Setari:
Utilizati butonul SET pentru a accesa meniul. Folositi sagetile (Sus/Jos) marcate
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cu verde pentru a ajusta valorile de declansare la supratensiune, subtensiune si
supracurent.

EN - User Instructions

General Description:
The SINOTIMER SVP-916 is an adjustable voltage protector equipped with a dual
LED display. It continuously monitors and displays both the network voltage (V)
and current (A). The device provides crucial protection against dangerous
current and voltage fluctuations.

Installation and Wiring:

Input (IN): Connect the power supply wires to the top terminals. L stands for
Live wire, and N stands for Neutral wire.

Output (OUT): Connect your appliances to the bottom terminals,
maintaining the correct polarity (L and N) as shown in the wiring diagram.

The device mounts on a standard 35mm DIN rail. Its compact dimensions
(85x36x65 mm) allow for easy integration into electrical panels.

Settings:
Press the SET button to access the configuration menu. Use the green Up/Down
arrows to adjust the trigger values for over-voltage, under-voltage, and over-
current protection.

ATENTIE / WARNING:

Acest produs trebuie instalat, configurat si utilizat exclusiv de catre
personal autorizat si calificat (electricieni). Exista pericol de
electrocutare si incendiu in cazul unei instalari incorecte!

This product must be installed, configured, and operated strictly by
authorized and qualified personnel (electricians). Risk of electric
shock and fire in case of incorrect installation! 
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